ANNEXURE “ B” 

Details of Items and Specifications    

	S.No.
	                                  Item and Specification

	1.


	Irrigation Pump Set with Engine-4 Stroke, Side  Valve, Air-cooled, Spark Ignition All Aluminum, Recoil Start, Petrol  Start, Kerosene Run Engine coupled with Self-Priming Pump Cap.- 3 HP- Suc/Del-3”x3” 
Discharge- 1000 Ltrs. Per Min. and
Cap.1.5 HP-Suc/Del-1.5” x1.5” 

Discharge- 200 Ltrs/Min.With 6 Mtrs. PVC 

Suction Hose Pipe Heavy-Duty-  Without Suction 

Hose Pipe Preferable Makes – Honda, Birla , Greaves , Usha and any other Brand / 

	2.
	All Types of Diesel Engine Pump Sets.


1. Power Tillers:-


Power Tiller fitted with Diesel Engine with rotary, strong Chassis and trouble free Gear Box and transmission system along with standard accessories complete with the new emission norms duly tested by the Central Farm Machinery  Training & Testing Institute (CFMTI) 11. HP to 15 HP.

2. Plant Protection Equipment:-

Manually operated Foot Sprayer of different types, knapsack Sprayers of different types, Mist blower, Power Sprayers of different types and hand Sprayer.

Preferable Make : Asspee, Hymatic, Sigma, Golden Brand and r any other ISI marked  Brand.

3. Sprinkler Irrigation Sets:

	         Sprinkler  Irrigation Set ISI Mark

	a)           Size 75 mm consisting of 30 Nos. coupled (HDPE) Pipes having working     pressure 2.5 Kgs/ cm2 Length of 6 Mtrs, (each Pipe) plus 3 Mtrs. Pipe one No. (fitted with 9 Nos, Sprinkler Nozzle Riser and Sprinkler attachment with Foot Button,3 Nos. coupled bend, 2 No.Tee and  3 No. end Plug (complete Set without Pump & Motor)

	b)        Size- 63 MM with same components Pipes working pressure:3.2 Kgs/cm2


6. Lawn Movers: 

	     a)   Mannual   :     Hand Driven Horizontal with collection Box

                                  Size  12”- 14” , 16” , 18 “and 20”

	b) Electric Lawn Mover 14”

c) Diesel Lawn Mover    14”   



	    d)     Kerosene Driven :- Petrol Start Kerosene Run 20” Horizontal width, 

                                   4 Stroke Engine transmissions, with Roller Chain. 

                                   Having five hardened Steel blades(Heavy duty of Iron)

	    e)     Electric Driven: 230 V/50 HZ Motor 1200-1600 Watt. Cutting 

                                    Width 48 cms. Cutting height 28-75 cm on 

                                    every single wheel. Complete with accessories

                                    and tool kit with 100 Mtrs. Standard quality Power cord.

	f) Diesel Driven  : Engine 5 HP Cylinder Cutter size. Blade 20”(Steel)

                                 6 Nos. cutting height adjustment 10-90 mm 

                                 Body 10 Gauge Steel. Weight 100-120 Kg approx.

                                 Heavy Duty Gross Box.

                                 Pulley Start Diesel Run

	g) Ride-on –Mover: 4 Stroke Engine with Electric Key start.

                                  Single Cylinder Engine 12.5- 15.5 HP Cutting 

                                  Height 35- 45 cm Fuel Tank 3.5-4.5 Ltrs. Steel 

                                  Front Axle 8” extra moving multi moving deck.

                                  Weight 200-250 Kg.Weather resistant having 

                                  comfortable seat and hood

	h) Petrol Driven:-      3.5 – 5 HP. Cut with 40-51 cm Self Propelled

                                   Having rear collection bin. Easy centre cutting

                                   Height adjustable with complete tool kit and
                                   accessories.


7. Hover Mover : -    Petrol run 3.8-4.0 HP cutting width 19” cutting height 1”-3”. 

8. Brush Cutter  (Back Pack)  with face mask complete with overhead protection and Gloves: Petrol run 1.8-2.00 HP, 4 Blades having dia 150-280 mm.
9. Chain Saw :       30-40 cc. 2 Stroke Engine, 1 to 2  HP with bar length of 35-40 cms. Petrol tank cap. 0.5-1 Ltr.  with automatic chain lubricating system.
10 .Garden Bench :     Made of cast iron ornamental sides  of Black/Green Colour and M S Hallow  Strips. Size 2”x1”x60”-13 Nos. of Green Colour/Polished including nuts & bolts.  Weight of bench approx. 60 Kgs + 5%
11. Plastic Pots :              Dia 14”(ISI)

12 . Power Driven Implements (Tractor Driven Implements) :

            (Mention Total Weight)

	a)   Seed-cum-fertilizer Drill :      9 Tines and 11 Tines



	b)   Disc Harrow                    :      12 Disc (6 x 6)                  Mention Total Weight/Dia of 

                                                      14 Disc (7 x 7)                  each disc. 

                                                      16 Disc( 8 x 8)

                         TRAILING Type/Mounted Type with Heavy Duty Disc.

	c) Disc Plough  :-                         2 Farrow and 3 Farrow       (Mention Total weight)

	d) Tiller            :-                         9 Tines, 11 Tines and 13 Tines complete with strict Assbly.

	 e) Tractor Trailer:                       i)with hydraulic system/without hydraulic System  

  10’x6’x2’                                    Suitable for Tyre size 9.00  20 and other suitable Tyre 

                                                       Sizes, with and without Tyres. 10 SWG/12SWG Body/sides.                                               

	f) Land Leveller (Box Type)          6’,7’ and 8’

   Multi-Purpose / reversible Blade


13 . Modern Maize Sheller :  with different sizes and capacities

.

14. Paddy/Wheat Winnower 

15. Bio-Shredder/Bio Fertilizer Machine

16. Paddy Transplantor     -  8 Rows

17. Rubber Hose Pipes of ¾” and other sizes/Types suitable for watering of        
Parks/Lawns.

18. Gas Heaters: - Different Models/Capacity 
	 19.                         Machinery For Seed Processing Plant

	a.)  Seed Grader 2 TPH capacity on Wheat based complete

         with electric motor, starter, switch and fitted with set of 

          screens & equipped with   indented cylinder for Wheat.

        Accessories:  Spare Screen (0.8 mm) top size 112 x 143 cm-bottom

         (one set for Wheat & two Sets for Paddy)

b.).Cradle: of Two Screen Air Scalper- Model Stationery, 

       Capacity 5-10 TPH,  (S.No:S/01/6/92)preferable Agro Saw Make & any other   make  for replacement in the existing machine.

c.) Re-circulating continuous Batch Type Dryer 3-4 TPH capacity Paddy based moisture removal from initial moisture content i.e. about 20%down to 12%,indirect heating type fitted with dynamically balance centrifugal/axial fan, oil burner with automatic cut off, restart, complete with motor ,control panel, burner ,higher sensitive digital temperature controller emergency alarm,chimney,oil tank and all standard features.

	d.)  Electric operated Filled Bag/Sack closing Machine with belt conveyor mechanism  Capacity  300-400 sacks per hour, pedestal operation:height adjustment provision double thread, chain stitch .Equipped with separate motors for sewing & conveyer belt operation.

	e.)  Electric operated portable filled Bag/Sack Closer :capacity 250 to 300

        Sacks per hour operated on 230 volts AC Supply.

	f.) portable Moisture Meter


20 .Thresher :  for Paddy and Wheat of different Models/capacities with Motors and Tractor operated
21. Reaper
22. Back Hoe Loader
23. Feed Mixing Plants
	a)  Automatic/Composite Feed Mixing Plant(Mesh Feed) 1 MT per hour capacity

	b) Bucket Elevator (for harmer Mill)

	c) Popular Hammer Mill (grinder) KHM-1000

	d)   Magnetic tree for above Hammer


24. Mixing Section
	1.    2/1 Bucket elevator for mixer

	2.    2/2 20 Cft. horizontal mixer with oil immerses dosage tank

	3.    2/3 Batch bin over the mixer

	       Electric Section

	4.     Electric motor for bucked elevators

	5.     3/2 5 HP electric motor for grinder & mixer

	B. Grinder Fitted with 25 HP electric motor 4-5 tones per hour

	C. Horizontal Feed Mixer with out molasses tank. .

      Should have slow moving soft mix action without damaging the material put in 

      for mixing.
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